
Main Line Flax
cat. B

75% virgin wool - 25% flax 

Flame retardant - 50.000 Martindale

Barbican MLF03

Balham MLF44 

Westminster MLF22

Blackwall MLF46

Lambeth MLF08

Hampstead MLF53 Goldhawk MLF31

Morden MLF12 Upminster MLF20Archway MLF02

Camden MLF26

Bank MLF23

Greenford MLF32

Newbury MLF10Waterloo MLF21 Stanmore MLF37Epping MLF51

Hornchurch MLF55

Tooting MLF17

Kensington MLF07

Bethnal MLF25

Farringdon MLF29

Pimlico MLF34Brompton MLF35

Monument MLF09 Tufnell MLF18

Holborn MLF05 Bayswater MLF24

Temple MLF16

Tower MLF36

Leyton MLF13 Stockwell MLF15 Edgware MLF28Barking MLF45

Greenwich MLF52 Harrow MLF54

Richmond MLF62

Shadwell MLF63 Chigwell MLF48 Embankment MLF50

Kilburn MLF06 Aldgate MLF01 Parsons MLF14 Whitechapel MLF66Stratford MLF64

Perivale MLF59

Moorgate MLF57

Northfields MLF40



Technical details

Composition

Weight

Abrasion test

Lightfastness

2Gr./m  437

Martindale - ISO 12947-2: 50.000 rubs    

ISO 105-B02: 4-5

Flame retardant

Fastness to rubbing ISO 105-X12: Wet 3
               

EN 1021 - 1 (cigarette)
EN 1021 - 2 (match)
BS 7176 Low Hazard
BS 5852 Ignition Source 5
BS 7176 Medium Hazard
NF D 60-013
ÖNORM B 3825 & A 3800-1 
UNI 9175 Classe 1 IM
BS 476 Part 7 Class 1 (Adhered)
EN 13501-1 Adhered Class B, s1 ,d0
BS 5867-2: Type B Curtains & Drapes
IMO FTP Code (Part 8)

Environment CERTIFIED TO THE EU ECOLABEL
CERTIFIED TO INDOOR ADVANTAGE™ GOLD
RAPIDLY RENEWABLE AND COMPOSTABLE
MADE FROM WOOL AND PLANT FIBRE 
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75% virgin wool - 25% flax
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